Thank You!
You have successfully downloaded your document from Workbenchmagazine.com. Below are some tips for Trouble-Free Printing

1) Clear printer memory. If you are unable to print this document, turn off your printer for at least 15 seconds and try again.

2) Print two or three pages at a time. If clearing the printer memory didn't help, try printing only two or three pages at one time, rather than sending the entire file.

3) If a document is required to be at an accurate scale set the page scaling option to "none" in your printer settings.


http://www.adobe.com/support/techdocs/316508.html
Attach unit to cabinet with pocket screws here and bottom frame

¼" x 14" rabbet used for door opening

SECTION A-A

1/4"
3"
1/4"
3"
¼" setback accommodates cabinet construction

½" divider

¼" rare-earth magnet

2" no-mortise hinges

¼" acrylic fits into ¼" x 14" deep groove in shelf

¼" x 1" pins fit into ¼" x ¼" groove on bottomside of shelf & ¼" holes in case sides.

cup hooks for keys

magnetic catch serves as door stop

Galvanized metal glued to cabinet end

Pocket screws used to secure unit to cabinet

¼" plywood

¼" x ¼" rabbet along bottom, back edge of door

¼" x ¾" solid wood edge band

Backside of existing cabinet

¼" holes ¼" deep

2⅛"
GET A FREE ISSUE AND A FREE BOOK

Look at what you'll get...

• Free Preview of Workbench Magazine
• Free Storage Solutions Book
• Time and Money-Saving Tips
• Projects with Step-by-Step How-to’s
• Your Home Improvement Questions Answered
• Practical ideas to Add Style & Value to Your Home
• Tools and Product Advice

Free Offer

www.WorkbenchMagazine.com

Offer subject to change